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Specifications

EXW Price

Software-Web Management

WEB Management Platform Features:
Vehicle Information
Vehicle Report
User Information
Log
Server Management
Online Status

Free

Software-PC Client

PC Client Software Features:
Live Video
GPS Tracking
Track Playback
3G data flow monitoring
3G data flow statistics
Map fencing
Multiple Language
GUI skin

Free

Software- Mobile APP

Mobile Phone (iPhone / Android) Client features:
Live video
GPS tracking
Vehicle online status
Track playback
Satellite map

Free

1080P Full HD SD card MDVR

SDM6004

1080P Full HD HDD MDVR

SDM6104

1. High video quality based on the H. 264 High Profile
2. 1080P High Definition resolution recording. The
resolution for each channel is 1920x1080

3. Compact size, much easier for installation.

4. Support WIFI (AP & Client) with 802. 11/b/g/n
(300Mbps)

5. Support from 8VDC to 32VDC, applicable for
12VDC and 24DC vehicles.

6. The recorder provides each camera with stable
+12V DC power; DVR can detect the short cut on
power circuit.

7. Can use ignition to control the power. Configuable
power timer after ignition is off.

8. Support automatic record, event trigger record,
schedule record.

9. Can record speed with audio and video. Support
overspeed alarm.

10. Support 3 sensors, can record brake, return, right
turn, left turn light status into the record file.

11. Use avi format for record file. Compatiable with
different player software.

12. Support FAT32 file system, record file can be
read directly on Windows, Linux.

1080P Full HD Mini Camera

SCM6020

1/2. 7" Progressive Scan CMOS
H. 264 High Profile,
EFFECTIVE PIXELS 1920x1280
Color Mode, 0. 05Lux

With Audio

Automatic Electronic Shutter

1080P FHD Dome Camera

SCM6120

1/2. 7" Progressive Scan CMOS
H. 264 High Profile,
EFFECTIVE PIXELS 1920x1280
Color Mode, 0. 05Lux

Audio optional

Automatic Electronic Shutter
Automacit IR-CUT
Size:®105*H75mm

\Alat, f-1DAA.

Camera

SCM6220

1/2. 7" Progressive Scan CMOS
H. 264 High Profile,
EFFECTIVE PIXELS 1920x1280
Color Mode, 0. 05Lux

Automatic Electronic Shutter
Automacit IR-CUT
Waterproof:IP66




